
P R O  D I F F U S I O N  R E A R  P R O J E C T I O N  S C R E E N

Pro Diffusion screen (professional cast material) – a grey tint rear projection screen – providing unparalleled image quality and 
perfect colour reproduction. This unique screen technology recreates a high definition TV quality image, similar to that of a TV 
Screen, making it the ideal solution for all video applications. 

One matt surface and one gloss surface (reversible) and the only diffusion screen technology providing true 180° visibility. A 
hand cast screen technology offering superior image quality in relation to extruded or coated screens. Pro Diffusion offers high 
gain and high contrast making it ideal for all rear projection applications. 

A reversible material with a gloss surface for TV quality images or a matt surface to eliminate reflections from other light 
sources.

S P E C I F I C A T I O N S

• Transmission - 74%

• Peak Gain - 4.7 

• Horizontal/Vertical Half Gain - +/-30°

• Viewing angle 180°

• Standard screen sizes from 32”-134”

B E N E F I T S

• Diffusion Screen (Rigid acrylic)

• Hand-cast material

• Custom sizes and aspect ratios available

• Self-Adhesive Film options available

A P P L I C A T I O N S

• Advertising & information screens

• Exhibitions & conferences

• Bars & restaurants

• Exhibitions & trade shows

• Retail & fashion stores

• Supports 4K or HD rear projection
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